






1 	�Special “Laptop” mode with unique profiling algorithms optimized for most neutral grey balance, best 
smoothness and highest color accuracy on laptop screens.

2 	�i1Display sensor features 4 sensors for enhanced performance. In addition to the RGB sensors, a fourth sensor 
detects the frequency of pulsing display sources such as CRTs to completely eliminate measurement noise. 

3 	i1Display sensor utilizes the RGB filters plus a special ambient diffuser to accurately measure both light level 	
	 and color intensity.	
4 	�i1Display LT lets graphics professionals ensure they are working in optimal lighting conditions. i1Display 2  		

lets creative professionals ensure they are working in optimal lighting conditions and also adapt the monitor 	
to match specific conditions, such as those from a lightbox.			 

5 	�i1Display LT and Display 2 both provide automatic calibration support for popular high end  monitors from Eizo, 
LaCie, Sony, NEC, Mitsubishi. (For complete list of supported models please refer to xrite.com)	

6 	Users can utilize base settings from another monitor profile to ensure the best match across multiple monitors 	
	 in an organization. 
7 	Users can define any whitepoint from 4000 to 10,000, or define white point based on the white point of the 	
	 ambient light conditions.	
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General 	 huey 	 hueyPRO	 i1Display LT 	 i1Display 2
Target user 	 Photo/gamer hobbyist	 Photo Enthusiast / Serious gamer	 Budget conscious designers and 	 Designers, Photographers, Prepress and	
			   photographers	 Print Production professionals

User level 	 Digital Enthusiast taking	 Advanced Digital Enthusiast - 	 Budget conscious wedding,	 50% or more of income			 
	 snapshots of family 	 Family Photographer 	 portrait, event or weekend warrior	 is derived from photography

Main application 	 Personal Image Viewing	 Personal Image Viewing	 Professional design and photography 	Professional design, photography, 		
		  and On-Line Printing	 and On-Line / Studio Printing	 publishing and print production

Typical Software Used	 Editing software	 Photoshop Elements, 	 Photoshop / Aperture / Lightroom / 	 Photoshop / Aperture / Lightroom / 		
	 came with the camera	 photo, Paint Shop Pro, iPhoto	 CaptureOne / Capture NX	 CaptureOne / Capture NX

Typical Camera Equipment Owned	 Point & Shoot	 Entry Level DSLR	 Advanced DSLR	 Professional / Advanced DSLR

Typical Printer Owned	 None to basic	 Desktop 8.5x11 / A4	 Desktop 8.5x11 / A4	 Desktop 13x19 or larger / A3

Typically Prints Made By	 drug store or online	 home or on-line	 studio, home or professional lab	 studio, home or professional lab

Monitor Support
Display Types 	 CRT, LCD & Laptop	 CRT, LCD & Laptop	 CRT, LCD & Laptop1 	 CRT, LCD & Laptop1

Specifications
Sensor type 	 huey	 hueyPRO	 i1Display 	 i1Display

Measurement sensors 	 4 Sensors (RGB and	 4 Sensors (RGB and	 4 Sensors (RGB and special pulse 	 4 Sensors (RGB and special pulse detector 	
	 ambient light intensity)2	 ambient light intensity)2	 detector sensor)2 	 sensor)2

Ambient light measurement3 	 Intensity of light	 Intensity of light	 Color & intensity of light 	 Color & intensity of light

Operating system support 	 Windows 2000 & XP	 Windows 2000 & XP	 Windows 2000 & XP	 Windows 2000 & XP

	 Windows x64	 Windows x64	 Windows x64	 Windows x64

	 Mac OS X 10.3 or higher	 Mac OS X 10.3 or higher	 Mac OS X 10.3 or higher	 Mac OS X 10.3 or higher

Software Features
Ambient Light Check & Match4 	 Continual check ambient	 Continual check ambient	 Check ambient lighting conditions	 Check ambient lighting conditions 		
 	 illuminance (user defined) 	 illuminance (user defined) 	 (illuminance & color temperature)	 (illuminance & color temperature)		
	 and automatically 	 and automatically adapt 	 and adapt profiles for specific 	 and adapt profiles for specific conditions	
	 adapt profiles	 profiles for specific conditions	 conditions	

Pushbutton calibration	 No	 No	 Yes5 	 Yes5

Workgroup Monitor Match 	 No	 No	 No 	 Yes6

Included software 	 huey	 huey PRO	 i1Match – LT version 	 i1Match – full version

User mode 	 Wizard Easy Mode	 Wizard Easy Mode	 Wizard 	 Easy & Advanced Mode

Monitor gamma choices 	 Predefined (2 options)	 Predefined (2 options)	 Predefined (2 options) 	 User defined

White point settings 	 Predefined (3 options)	 Predefined (3 options)	 Predefined (3 options) 	 User defined7

RGB Control	 No	 No	 Yes	 Yes

Multiple Monitor Calibration 	 No	 Yes	 Yes 	 Yes

Luminance Measurement 	 No	 No	 No 	 Yes

Profile support 	 ICC 4	 ICC 4	 ICC 2, ICC 4	 ICC 2, ICC 4

Calibration reminder 	 Predefined interval only	 User defined interval (1-4 weeks)	 User defined interval (1-4 weeks)	 User defined interval (1-4 weeks) 

Interactive Training DVD	 None	 None	 Yes	 Yes

Post Calibration Reporting
Before & After Visual	 Yes	 Yes	 Yes	 Yes

Measurement Based	 No	 No	 No	 Yes

Performance Trending	 No	 No	 No	 Yes

Validation 			   No 	 Yes


